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CAPACITY / MODEL
24”

TMX24CNC
28”

TMX28CNC

Swing Over Bed 24” 28.3”
Swing Over Cross Slide 14” 18”

* Swing in Removable Gap (length of Gap) *31” (13”) *35.4” (13”)

Distance Between Centers 77”, 117” 77”, 117”, 156”, 194”

Max. Workpiece Weight in Chuck 880 lbs.

Max. Workpiece Weight bc 4,600 lbs. (with 4.1” quill)

HEADSTOCK

Spindle Bore Std. 4.1”

Spindle Bore (optional version) n/a (5.1”)

Spindle Nose (optional version / dual) D1-8 D1-8 (D11x2)

Number of Ranges - Autoshifting 3

Spindle Speed Ranges, Std. (option) 40-2000 rpm 40-2000 rpm (40-1500 rpm)

Main Drive, Fanuc @ Cont. / 25% duty 15 / 20 HP (30 minute rated)

Max Turning Torque Std. (optional version) 1,350 lbf-ft

CARRIAGE

Cross Slide Travel, X-Axis 15” 15.7”

* Max. Machining Dia. w/Hyd. 8-Pos. Turret 28.3” (in Gap)

* Max. Machining Dia. w/QC Manual Toolpost 29.5” (in Gap)

Std. Turning Tool TMX-CNC 1”

Rapid Travels, Z and X Axes 315 / 275 IPM

Feed Thrust X / Z Axes 1,840 lbf / 2,000 lbf

Ball Screw Dia., X / Z Axes 1.96” (50mm) / .98” (25mm)

Carriage Length Bearings on Bedway 22.3”

Width of Cross Slideway Bridge 8.46”

TAILSTOCK

Quill Diameter (option) 3.1” (4.1”) 4.1”
Quill Taper MT5
Quill Travel 7.8”

GENERAL

TRI-V Bed, width 16”

Total Length of Lathe with Chip Conveyor 77”bc = 225”, 117”bc = 264”, 156”bc = 303”, 194”bc = 343”
Width and Height of Machine 95” x 78”
Machine Weight, 78” bc 10,500 lbs. 11,100 lbs.
Machine Weight, 117” bc 11,800 lbs. 12,300 lbs.

FEATURES:

24”or 28” swing over bed x 77”, 117”, 156” ����
or 193” bc

Fanuc 0iTC Control or Fagor 8055TC Cycle ����
Control

Operate in Semi-Automatic or G-Code modes����

15 / 20 HP main drive with CSS����

BIG 4.1” spindle bore (optional 5.1”)����

16” wide TRI-V bed design for  ����
improved turning/boring accuracy

Up to 4,600 lbs bc (7,700 lbs bc + 2 steadies)����

Tailstock with 4.1” dia quill, 2 speed ratio & ����
come-along

Traveling & swivel operator’s control panel, ����
4-way rapids, Americanized electronics

Hardened & grounded bed & cross slide ways����

Exceptional guard package on 77” & 117” bc����

Gap bed allows facing larger disc type work ����
up to 30” dia

Toolmex USA parts facility & factory service ����
Technicians

Wide range of options available: Turret, ����
Chucks, Steadies, Chip Conveyor, Chip Flush 
System, MPG, Dual Electronic Handwheels

24”  28” IMPROVED TAIWAN BUILT Lathes

TMX24-28 CNC
MANUAL PLUS CNC TRI-V


